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10319900 SOUTH FORK HUMBOLDT RIVER ABOVE TENMILE CREEK NEAR ELKO, NV
HUMBOLDT RIVER BASIN, SOUTH FORK HUMBOLDT RIVER BASIN
LOCATION.--Lat 40°37'38.99", long 115°43'49.88" referenced to North American Datum of 1983, in NE ¥4 SW 1 sec.25, T.32 N., R.55 E., Elko County,
Hydrologic Unit 16040103, on right bank, 5 mi above South Fork Dam, and 19.5 mi southeast of Elko.
DRAINAGE AREA.--898 mi2.
WATER-DISCHARGE RECORDS
PERIOD OF RECORD.--Feb 1989 to current year.
REVISED RECORDS.--NV-92-1:1991.
GAGE.--Water-stage recorder. Elevation of gage is 5,280 ft above National Geodetic Vertical Datum of 1929, from topographic map.
REMARKS .--Records good except for estimated daily discharges, which are poor.
EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 2,710 ft3/s, Jun 3, 1995, gage height, 5.82 ft; minimum daily, 1.6 ft3/s, Aug 18-21, 2002.
EXTREMES FOR CURRENT YEAR .--Maximum discharge, 2,230 ft/s, May 29, gage height, 5.23 ft; minimum daily discharge, 5.2 ft3/s, Oct 1.
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DISCHARGE, CUBIC FEET PER SECOND

WATER YEAR OCTOBER 2004 TO SEPTEMBER 2005

DAILY MEAN VALUES

e, estimated]
Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 52 15 el8 e32 e39 85 177 700 1,550 447 61 15
2 5.5 14 el8 31 e39 98 180 597 1,460 444 57 14
3 54 15 el8 e30 e39 100 193 554 1,280 433 51 12
4 6.0 15 el9 e30 e39 123 239 533 1,100 396 42 11
5 6.6 14 e22 e30 e39 127 236 536 1,010 369 41 11
6 7.1 15 26 e29 e39 129 226 583 940 346 40 11
17 74 15 31 e28 e39 139 245 668 944 325 38 9.5
8 7.6 16 33 26 e39 148 296 693 857 313 36 8.4
9 9.0 22 39 e27 e39 157 336 740 701 295 36 6.2
10 8.8 19 44 e28 e39 161 341 832 590 272 34 6.4
1 9.2 20 46 e28 e39 161 309 821 611 253 31 7.9
12 9.6 23 47 e28 e42 168 287 1,300 667 241 27 9.0
13 9.7 25 45 e28 47 174 284 1,090 538 232 23 9.2
14 9.5 19 43 e28 e52 161 284 880 519 216 22 10
15 9.4 19 41 e28 e54 154 281 851 594 207 23 11
16 9.1 21 e31 e29 e56 154 275 1,090 762 196 30 10
17 9.4 20 e26 40 e59 152 280 1,590 901 181 32 8.7
18 11 18 e26 e39 e61 143 305 1,330 804 170 31 10
19 13 18 e27 e32 55 143 305 1,330 747 154 28 10
20 23 19 e28 e28 55 172 335 1,500 756 139 23 10
21 23 27 e28 e28 e63 175 336 1,770 858 127 22 13
22 17 29 e28 e28 e68 161 293 1,840 1,020 125 23 13
23 15 29 e28 e28 e72 217 285 1,890 1,030 118 22 12
24 17 29 28 e30 e76 245 384 1,960 970 107 19 13
25 16 e28 29 40 e80 220 636 1,960 804 98 17 13
26 16 e27 32 46 e80 196 612 1,920 697 90 16 13
27 17 el9 35 54 80 187 619 2,030 633 81 15 13
28 18 el8 34 60 82 217 767 2,050 584 76 14 14
29 16 el8 35 e60 - 219 702 2,130 595 74 13 11
30 15 el8 34 e50 - 207 659 1,980 459 68 14 11
3 15 35 e39 - 187 - 1,670 63 16 -
Total 366.5 604 974 1,062 1,511 5,080 10,707 39,418 24,981 6,656 897 326.3
Mean 11.8 20.1 31.4 343 54.0 164 357 1,272 833 215 28.9 10.9
Max 23 29 47 60 82 245 767 2,130 1,550 447 61 15
Min 5.2 14 18 26 39 85 177 533 459 63 13 6.2
Ac-ft 727 1,200 1,930 2,110 3,000 10,080 21,240 78,190 49,550 13,200 1,780 647
STATISTICS OF MONTHLY MEAN DATA FOR WATER YEARS 1989 - 2005, BY WATER YEAR (WY)
Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
Mean 11.1 17.7 17.7 28.1 46.6 95.3 156 435 457 116 15.3 7.45
Max 34.0 442 314 73.2 148 189 357 1,272 1,096 453 48.0 19.3
(WY) (1999)  (1999) (2005)  (1997)  (1996)  (1996)  (2005)  (2005)  (1998)  (1998)  (1995)  (1998)
Min 4.09 9.33 9.26 10.0 18.6 21.5 29.2 119 43.1 8.54 221 2.78
(WY) (2002)  (2002) (1990)  (1990) (1994)  (1991)  (1991)  (1991)  (1992)  (1992) (2002)  (1992)
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SUMMARY STATISTICS

Calendar Year 2004 Water Year 2005 Water Years 1989 - 2005
Annual total 27,002.2 92,582.8
Annual mean 73.8 254 119
Highest annual mean 254 2005
Lowest annual mean 36.1 1992
Highest daily mean 366 Jun 7 2,130 May 29 2,130 May 29, 2005
Lowest daily mean 25 Sepl2 52  Oct 1 1.6  Aug 18,2002
Annual seven-day minimum 29  Sep 9 6.2 Oct 1 1.7  Aug 16,2002
Maximum peak flow 2,230 May 29 2,710 Jun 3, 1995
Maximum peak stage 5.23 May 29 5.82  Jun 3,1995
Annual runoff (ac-ft) 53,560 183,600 85,860
10 percent exceeds 234 804 320
50 percent exceeds 26 42 27
90 percent exceeds 54 11 6.0




